
General Polymers 
 

MATERIAL SAFETY DATA SHEET 
SECTION I - NAME 
IDENTITY As Used on Label & List:  EnviroLastic AR 520SS – A Component 
 
Manufacturer's Name:  General Polymers  Emergency Phone: 800-424-9300 

145 Caldwell Drive  Information Phone: 800-543-7694 
Cincinnati, Ohio 45216  Date Prepared: 7/1/01 

Prepared By:   Technical Services 
 
D.O.T. PROPER SHIPPING NAME: ISOCYANATE QUASI-PREPOLYMER 
HAZARD CLASS (49 CFR 172.101): NOT REGULATED 
HAZARD ID NUMBER: N.A. 
 
TSCA STATUS:  COMMERCIAL: X  R&D: 
CHEMICAL NAME: QUASI-PREPOLYMER 
 
SECTION II - HAZARDOUS INGREDIENTS 
INGREDIENT      HAZARDOUS CHARACTERISTICS 
METHYLENE BISPHENYL ISOCYANATE   EYE IRRITANT 
(less than 20%) (NCO) 
 
SECTION III - PHYSICAL DATA 
APPROXIMATE DENSITY:  1.1 g/cc. 
COLOR:     LIGHT YELLOW 
FLASH POINT (° F)( CLOSED CUP): > 200 
ODOR:     MILD 
pH (1% SOLUTION):   N.D. 
VOLATILITY:    LOW 
PHYSICAL STATE:   VISCOUS LIQUID 
WATER SOLUBILITY:   NEGLIGIBLE (less than 1%) 
 
SECTION IV - FIRE AND EXPLOSION DATA  
FLASH POINT (°F) (METHOD):)   200 (closed cup)  
IGNITION TEMP. (°F)    N.D.  
FLAMMABLE LIMITS (%):   LOWER N.D.   UPPER N.D. 
 
PRODUCTS EVOLVED WHEN SUBJECTED TO HEAT OR COMBUSTION:  
ISOCYANATE VAPOR AND MIST. CARBON DIOXIDE, CARBON MONOXIDE NITROGEN OXIDES AND POSSIBLE TRACES OF 
HYDROGEN CYANIDE. 
 
RECOMMENDED FIRE EXTINGUISHING AGENTS AND SPECIAL PROCEDURES:  
CARBON DIOXIDE, DRY CHEMICAL, OR FOAM. IF WATER IS USED, IT SHOULD BE VERY LARGE QUANTITY. THE REACTION 
BETWEEN WATER AND HOT ISOCYANATE MAY BE VIGOROUS. NOTE: DOWN-WIND PERSONNEL MUST BE EVACUATED. FIRE 
FIGHTERS MUST WEAR POSITIVE PRESSURE SELF-CONTAINED BREATHING APPARATUS AND FULL PROTECTIVE CLOTHING. 
 
UNUSUAL OR EXPLOSIVE HAZARDS: 
DO NOT RESEAL CONTAMINATED CONTAINERS AS PRESSURE MAY BUILD-UP AND RUPTURE THEM. 
 
ND - NOT DETERMINED NA - NOT APPLICABLE 
 
SECTION V- REACTIVITY DATA 
STABILITY:   STABLE UNDER RECOMMENDED STORAGE CONDITIONS. 
INCOMPATIBILITY:  WATER, ACID, BASE (alkalies, ammonia), ALCOHOLS, METAL COMPOUNDS, 

SURFACE ACTIVE MATERIALS. AVOID WATER AS IT REACTS TO FORM HEAT, C02 AND 
INSOLUBLE UREA. 

HAZARDOUS DECOMPOSITION PRODUCTS: ISOCYANATE VAPOR AND MIST. CARBON DIOXIDE, CARBON 
MONOXIDE, NITROGEN OXIDES AND POSS. TRACES OF HYDROGEN CYANIDE. 

HAZARDOUS POLYMERIZATION: MAY OCCUR WITH INCOMPATIBLE REACTANTS ( see above). ESPECIALLY 
STRONG BASES AND WATER. OR TEMPERATURE OVER 320 F (160 C). REACTION WITH WATER IS 
GENTLE AT ROOM TEMP. OVER 120 F (49 C) ACCELERATES REACTION RATE. 

CONDITIONS TO AVOID: STABLE UNDER RECOMMENDED STORAGE CONDITIONS. 



 



EnviroLastic AR 520SS -  A Component 
SECTION VI - HEALTH HAZARD DATA 
 
EYE:   MAY CAUSE SLIGHT EYE IRRITATION. CORNEAL INJURY IS UNLIKELY. 
SKIN CONTACT:  PROLONGED OR REPEATED EXPOSURE MAY CAUSE SKIN IRRITATION. MAY STAIN SKIN. MAY 
   CAUSE ALLERGIC REACTION IN SUSCEPTIBLE INDIVIDUALS. 
SKIN ABSORPTION: A SINGLE PROLONGED EXPOSURE IS NOT LIKELY TO RESULT IN THE MATERIAL BEING 
   ABSORBED THROUGH SKIN IN HARMFUL AMOUNTS. THE LD50 FOR SKIN ADSORPTION IN 
   RABBITS IS 2,000 mg/kg. 
INGESTION:  SINGLE DOSE ORAL TOXICITY IS LOW. THE ORAL LD50 FOR RATS IS 5,000 mg/kg. NO 
   HAZARDS ANTICIPATED FROM INGESTION INCIDENTAL TO INDUSTRIAL EXPOSURE. 
INHALATION:  AT ROOM TEMPERATURE, VAPORS ARE MINIMAL DUE TO LOW VAPOR PRESSURE. IF 
   HEATED OR SPRAYED, EXCESSIVE CONC. ARE ATTAINABLE (IF MATERIAL IS NOT REACTED) 
   THAT COULD BE HAZARDOUS ON SINGLE EXPOSURE. EXCESSIVE EXPOSURE MAY CAUSE 
   IRRITATION OF THE EYES, UPPER RESPIRATORY TRACT AND LUNGS. 
 
SECTION Vll - SPECIAL PROTECTION INFORMATION & FIRST AID 
THE FOLLOWING PERSONAL PROTECTION IS RECOMMENDED: 
SAFETY GLASSES  CHEMICAL GOGGLES 
COVERALLS   GLOVES, (CHEM. RESIST.) 
SUPPLIED AIR MASK (FOR LGE.SPILLS OR CONFINED AREAS-UNREACTED MATERIAL.) 
 
FIRST AID: 
EYES:  IRRIGATE WITH WATER FOR 15 MINUTES CONTINUOUSLY. CONSULT MEDICAL PERSONNEL. 
SKIN:  WASH OFF WITH SOAP AND WATER. 
INGESTION: NO ADVERSE EFFECTS ANTICIPATED BY THIS ROUTE OF EXPOSURE INCIDENTAL TO PROPER 
  INDUSTRIAL HANDLING. 
INHALATION: REMOVE TO FRESH AIR. IF NOT BREATHING, GIVE MOUTH-TO-MOUTH RESUSCITATION. IF 
  BREATHING DIFFICULT, GIVE OXYGEN. CONSULT MEDICAL PERSONNEL. 
 
SECTION VIII - HANDLING PRECAUTIONS 
EXPOSURE GUIDELINE(S):  ACGIH TLV IS 0.005 PPM TWA AND OSHA PEL IS 0.02 PPM CEILING FORMETHYLENE 

BISPHENYL ISOCYANATE (MDI). 
VENTILATION:    GENERAL AND/OR LOCAL EXHAUST TO CONTROL TO BELOW THE EXPOSURE GUIDELINES. 
SPILL CONTROL AND DISPOSAL: CONTAIN SPILL. AVOID PERSONAL CONTACT. WIPE UP OR ABSORB WITH SUITABLE MATERIAL 

FOR DISPOSAL. DISPOSE OF UNUSED MATERIAL IN A SUITABLE MANNER. 
RCRA WASTE:   NO 
RCRA CLASSIFICATION:  N.A. 
STORAGE AND HANDLING: STORE INDOORS AT 50-95 F IN THE ORIGINAL UNOPENED CONTAINERS. PROTECT FROM 
    ATMOSPHERIC MOISTURE. REPLACE OUTAGE WITH INERT DRY GAS-NITROGEN OR 
    DESSICATED DRY AIR. 
OTHER PRECAUTIONS:  MISUSE OF EMPTY CONTAINERS CAN BE HAZARDOUS. EMPTY CONTAINERS CAN BE 
    HAZARDOUS IF USED TO STORE TOXIC, FLAMMABLE, OR REACTIVE MATERIALS. 
    CUTTING OR WELDING OF EMPTY CONTAINERS MIGHT CAUSE FIRE, EXPLOSION OR 
    TOXIC FUMES FROM RESIDUES. DO NOT PRESSURIZE OR EXPOSE TO OPEN FLAME OR 
    HEAT. 
 
SECTION IX - ADDITIONAL INFORMATION 
1. TITLE III SEC. 311 - HAZARD CATEGORIZATION 
ACUTE   CHRONIC  FIRE  PRESSURE REACTIVE NOT APP. 
X        x 
 
2. TITLE III SEC. 313 - TOXIC CHEMICALS 
COMPONENT    CAS NO. % 
METHYLENE BIS 
(PHENYLISOCYANATE)   000101 -68-8 <20 
 
WE BELIEVE THE STATEMENTS, TECHNICAL INFORMATION AND THE RECOMMENDATIONS CONTAINED HEREIN ARE RELIABLE, BUT THEY ARE GIVEN 
WITHOUT WARRANTY OR GUARANTEE OF ANY KIND, EXPRESS OR IMPLIED, AND WE ASSUME NO RESPONSIBILITY FOR ANY LOSS, DAMAGE OR OTHER 
EXPENSE, DIRECT OR CONSEQUENTIAL, ARISING OUT OF THEIR USE. INFORMATION ON THESE FORMS IS FURNISHED FOR THE PURPOSE OF COMPLIANCE 
WITH GOVERNMENT HEALTH AND SAFETY REGULATIONS AND SHALL NOT BE USED FOR ANY OTHER PURPOSES. MOREOVER, THE RECOMMENDATIONS 
CONTAINED IN THESE DATA SHEETS ARE NOT TO BE CONSTRUED AS A LICENSE TO OPERATE UNDER, OR A RECOMMENDATION TO INFRINGE, ANY 
EXISTING PATENTS. 
 



· INDICATES A TRADEMARK OF General Polymers. 
 



General Polymers 
MATERIAL SAFETY DATA SHEET 
 

SECTION I - NAME 
IDENTITY As Used on Label & List:  EnviroLastic AR 520SS  - B Component 
 
Manufacturer's Name:  General Polymers  Emergency Phone: 800-424-9300 
   145 Caldwell Drive  Information Phone: 800-543-7694 
   Cincinnati, Ohio 45216  Date Prepared: 7/1/01 
Prepared By:   Technical Services 
 
D.O.T. PROPER SHIPPING NAME (49 CFR 172.101): 

Caustic Alkali Liquids 8 NOS Contains polyoxypropylene diamine solution 
D.O.T. HAZARD CLASS (49 CFR 172.101): CORROSIVE MATERIAL 
D.O.T. ID NUMBER:  UN 1719 PG III 
 
TSCA STATUS: COMMERCIAL:  X 
CHEMICAL NAME:   AMINE MIXTURE WITH PIGMENT 
 
SECTION II - HAZARDOUS INGREDIENTS 
 
INGREDIENT   HAZARDOUS CHARACTERISTICS  
AMINE    CORROSIVE TO SKIN & EYES. 
 
SECTION III - PHYSICAL DATA 
APPROXIMATE DENSITY:  1.0 g/cc. 
FLASH POINT (°F) (CLOSED CUP): >200 
ODOR:     SLIGHT AMMONIACAL 
pH (1% SOL'N):    N.D. 
VOLATILITY:    LOW 
PHYSICAL STATE:   VISCOUS LIQUID 
WATER SOLUBILITY:   < 10 % 
 
SECTION IV - FIRE AND EXPLOSION DATA 
FLASH POINT (F) (METHOD):   > 200 
IGNITION TEMP. ( °F )    N.D. 
FLAMMABLE LIMITS (%):   LOWER N.D. UPPER N.D. 
 
PRODUCTS EVOLVED WHEN SUBJECTED TO HEAT OR COMBUSTION:  
CARBON DIOXIDE, CARBON MONOXIDE AND AMMONIA MAY BE FORMED ON BURNING IN LIMITED AIR SUPPLY. 
 
RECOMMENDED FIRE EXTINGUISHING AGENTS AND SPECIAL PROCEDURES:  
WATER. DRY CHEMICAL, FOAM OR CARBON DIOXIDE. WATER AND FOAM MAY CAUSE FROTHING. USE WATER TO COOL FIRE 
EXPOSED CONTAINERS. 
 
UNUSUAL OR EXPLOSIVE HAZARDS:  NONE 
 
ND - NOT DETERMINED NA - NOT APPLICABLE 
 
SECTION V - REACTIVITY DATA 
STABILITY:    STABLE UNDER RECOMMENDED STORAGE CONDITIONS. 
CONDITIONS TO AVOID:   NONE 
INCOMPATIBILITY:   STRONG MINERAL ACIDS. 
HAZARDOUS DECOMPOSITION PRODUCTS: CARBON DIOXIDE, CARBON MONOXIDE AND AMMONIAL MAY BE FORMED ON  

BURNING IN LIMITED AIR SUPPLY. 
HAZARDOUS POLYMERIZATION: WILL NOT OCCUR. 
 
SECTION Vl - HEALTH HAZARD DATA 
EYE:   MAY CAUSE EXTREME EYE IRRITATION. 
SKIN CONTACT:  MAY BE ONLY SLIGHTLY IRRITATING TO CORROSIVE. 
SKIN ABSORPTION: EXPECTED TO BE SOMEWHAT TOXIC BY DERMAL ADSORPTION. 
INGESTION:  HARMFUL IF SWALLOWED. 



INHALATION:  SUPPLIED AIR RESPIRATORY PROTECTION FOR CLEANING LARGE SPILLS OR ENTRY INTO 
   STORAGE TANKS. 
 



EnviroLastic AR 520SS - B Component  
SECTION Vll - SPECIAL PROTECTION INFORMATION & FIRST AID  
THE FOLLOWING PERSONAL PROTECTION IS RECOMMENDED: 
 

SAFETY GLASSES  PROTECTIVE APRON 
CHEMICAL GOGGLES  COVERALLS 
FACE SHIELD   GLOVES, CHEM. RESIST. 
SUPPLIED AIR MASK (FOR LGE.SPILLS OR CONFINED AREAS) 

 
FIRST AID: 
EYES:  FLUSH WITH PLENTY OF WATER FOR 15 MINUTES. CONSULT 
  MEDICAL PERSONNEL. 
SKIN:  WASH WITH SOAP AND WATER. CONSULT MEDICAL PERSONNEL. 
INGESTION: DO NOT INDUCE VOMITING. GIVE LARGE QUANTITIES OF WATER. CONSULT MEDICAL PERSONNEL. 
INHALATION: REMOVE TO FRESH AIR. IF DIFFICULTY BREATHING, GIVE OXYGEN. IF NOT BREATHING, APPLY 
  ARTIFICIAL RESPIRATION. 
 
SECTION VIII - HANDLING PRECAUTIONS  
VENTILATION:  NORMAL 
 
SPILL CONTROL AND DISPOSAL:  AVOID PERSONAL CONTACT. WIPE UP OR ABSORB ON SUITABLE MATERIAL FOR 

DISPOSAL. DISPOSE OF AS INDUSTRIAL WASTE IN A MANNER ACCEPTABLE TO GOOD WASTE MANAGEMENT 
PRACTICE AND IN COMPLIANCE WITH APPLICABLE LOCAL, STATE AND FEDERAL REGULATIONS. 

 
RCRA WASTE:   NO 
RCRA CLASSIFICATION:  N.A. 
 
STORAGE AND HANDLING: MINIMUM STORAGE TEMPERATURES ARE RECOMMENDED. IF STORED ABOVE 100 F A N2 
    ATMOSPHERE IS RECOMMENDED. AVOID WATER CONTAMINATION. 
 
OTHER PRECAUTIONS:  MISUSE OF EMPTY CONTAINERS CAN BE HAZARDOUS. EMPTY CONTAINERS CAN BE 
    HAZARDOUS IF USED TO STORE TOXIC, FLAMMABLE, OR REACTIVE MATERIALS. 
    CUTTING OR WELDING OF EMPTY CONTAINERS MIGHT CAUSE FIRE, EXPLOSION OR 
    TOXIC FUMES FROM RESIDUES. DO NOT PRESSURIZE OR EXPOSE TO OPEN FLAME OR 
    HEAT. 
 
SECTION IX - ADDITIONAL INFORMATION 
1. TITLE III SEC. 302/304 - EXTREMELY HAZARDOUS SUBSTANCE 
COMPONENT   CAS NO.   % 
NONE 
 
2. CERCLA SEC. 102 (a) - HAZARDOUS SUBSTANCE 
COMPONENT   CAS NO.   % 
NONE 
 
3. TITLE III SEC. 311 - HAZARD CATEGORIZATION 
ACUTE   CHRONIC  FIRE PRESSURE REACTIVE NOT APP. 
     x 
 
4. TITLE III SEC. 313 - TOXIC CHEMICALS  
COMPONENT   CAS NO.   %  
NONE 
 
WE BELIEVE THE STATEMENTS, TECHNICAL INFORMATION AND THE RECOMMENDATIONS CONTAINED HEREIN ARE RELIABLE, BUT THEY ARE GIVEN WITHOUT  
WARRANTY OR GUARANTEE OF ANY KIND, EXPRESS OR IMPLIED, AND WE ASSUME NO RESPONSIBILITY FOR ANY LOSS, DAMAGE OR OTHER EXPENSE, 
DIRECT OR CONSEQUENTIAL, ARISING OUT OF THEIR USE. INFORMATION ON THESE FORMS IS FURNISHED FOR THE PURPOSE OF COMPLIANCE WITH 
GOVERNMENT HEALTH AND SAFETY REGULATIONS AND SHALL NOT BE USED FOR ANY OTHER PURPOSES. MOREOVER, THE RECOMMENDATIONS CONTAINED 
IN THESE DATA SHEETS ARE NOT TO BE CONSTRUED AS A LICENSE TO OPERATE UNDER, OR A RECOMMENDATION TO INFRINGE, ANY EXISTING PATENTS. 
 
^INDICATES A TRADEMARK OF General Polymers. 
 


